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OUR PROFESSION IS YOUR LEVEL



FROM CHEMICALS TO FUELS!

Instrumentation and measuring tasks of the chemical and petrochemical industry are covered almost fully by the wide range of
NIVELCO instruments. From simple float level switches to ultrasonic or microwave radar level transmitters, from pressure transmitters
to custody transfer measurement with magnetostrictive transmitters, for all applications can be selected the most suitable NIVELCO
instrument with the required operating principle. At high temperature range NIVELCO temperature meters can be used for monitoring
temperatures of the technology. Environmental and technological measurements are supported by modern liquid analytical
transmitters. Instruments are also applicable for using in hazardous environment. Field transmitters can be easily integrated to
process-control systems with MultiCONT multichannel process controller or NIVISION process visualisation software.

NIVOFLOAT NIVOCONT EasyTREK NIVOTRACK
Float Conductive EchoTREK Magnetostrictive
Ultrasonic

NIVOPOINT NIVOMAG MicroTREK PiloTREK
Magnetic Magnetic Guided Non-contact
tracking coupling microwave microwave

NIVOSWITCH NIVOCAP
Vibration Capacitive
fork

NG

THERMOCONT
T
Thermometer

THERMOCONT

NIPRESS 1T
Piezoresistive Temperature
transmitter

NIVOPRESS D AnaCONT AnaCONT AnaCONT
Hydrostatic LEP / LER LEK /LCK LED
pH, ORP Conductivity Dissolved oxygen

transmitter transmitter transmitter




INSTRUMENT SELECTION

\ NIVOFLOAT

= For water and sewage

= Level switching of tanks, basins
= Filling / emptying control

u Level switching of sewage pumps
= Fail safe indication
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NIVOSWITCH &
= Level switching without moving part 3

= For liquids or solid powders

= Self-cleaning operation

= Level switching of tanks, basins

= Controlling of pumps

NIVOCAP

= Continuous level transmitting

= For conductive and non-
conductive liquids

= High medium pressure, high
medium temperature
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MicroTREK L.

= For mediums with min. 1.4 relative
dielectric constant

= For liquids and solids

= + 5 mm accuracy

= Measurement is independent of dielectric
constant, temperature, pressure and
density changing

= Measurement is not interfered by dust,
vapour or foam

NIVOPOINT

= Multipoint level switching

= Switching without external power

= Level sensing of aggressive
mediums

= Controlling of pumps

= Supplementary NIVOFLIP
optical bypass level indicator
= OIML R85 certification

NIVOTRACK

= Up to 0.1 mm resolution '

= For custody transfer .
measurement

EasyTREK

= |P 68 protection

= For liquids or solids

u Level transmitting of tanks and silos
= Filling / emptying control of tanks

= Flow measurement

= Remote programming

= \olume calculation

EchoTREK )

= For liquids or solids

= |evel transmitting of tanks and
silos

= Flow measurement

= \/olume calculation

= Remote programming



